318.5.01

318.5.01 Adjustments
General Provisions 101 through 150.

Section 319—Lime-Fly Ash Soil Construction

319.1 General Description
Specifications for this work will be included elsewhere in the Contract.

Section 325—Stabilized Base Material for Patching

325.1 General Description

This work includes patching with soil-cement construction, cement stabilized graded aggregate construction, or select
material stabilized construction. Construct according to the Plans, the Proposal, or as directed by the Engineer.

325.1.01 Definitions
General Provisions 101 through 150.

325.1.02 Related References
A. Standard Specifications

Section 109—Measurement and Payment
Section 209—Subgrade Construction
Section 301—Soil-Cement Construction
Section 316—Cement Stabilized Graded Aggregate Construction
Section 412—Bituminous Prime
Section 810 — Roadway Materials
B. Referenced Documents
General Provisions 101 through 150.
325.1.03 Submittals
General Provisions 101 through 150.

325.2 Materials

Ensure that materials meet the requirements of the following Specifications:

Material Section
Soil-Cement Construction 301
Cement Stabilized Graded Aggregate Construction 316
Bituminous Prime 412
Subgrade Construction 209

Ensure that the subgrade stabilizer-select material meets the requirements of Subsection 8§10.2.01, “Roadway Materials—
Class I1IB3” or better. Any special gradation will be specified by a Special Provision.

325.2.01 Delivery, Storage, and Handling
General Provisions 101 through 150.

210



